











YOUR ENERGY EFFICIENT AND SOLID PERFORMANCE

»> RMA 7.5 - 15 IVR Direct driven

2> Energy audit

A frequency driven compressor potentially offers a very energy ef cient compressed g e )
air installation, with a return on investment of typically 1-2 years. To help you decide to
go with a frequency driven compressor or not, MARK has created the Energy Cutter, a
tool which calculates in an easy way and visually presents the yearly savings that can
be obtained from investing in a frequency driven compressor for any speci ¢ industry.
Besides the Energy Cutter tool, MARK offers energy audits, specialized advice to make
sure you make the right decision when buying your compressor.
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TECHNICAL DATA

D @) onditio
VARIABLE SPEED S eeure e otor po :
Min FAD Max. FAD
7 bar 5 bar 7 bar 9,5 bar 12,5 bar il '. =
Model % %
BAR/ PSI BAR / PSI m3h  cfm | m3h cfm | m¥h cfm |m3h cm |[m3h cfm | kW  hp | dBA) | m3h
RMA 7.5 IVR 5,5-80 12,5-181 16,3 94 | 755 438 | 735 427 635 369 |500 290 | 7,5 | 10 62 2200
RMA 11 IVR 5,5-80 12,5-181 159 92 | 111,7 649 1094 635 882 51,2 |[723 420 | 11 15 64 2200
RMA 15 IVR 5,5-80 12,5-181 155 90 | 1372 797 [1330 772 (1115 648 [836 485 | 15 | 20 65 2200

* Free Air Delivery measured according ISO 1217 ed. 4 2009
** Sound level measured according to ISO 2151; 2004 using ISO 9614/2
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»»» Weight and dimensions

m m
FM 270L tank | 500L tank | 270L tank D | 500L tank D Variant Length Width Height
RMA 7.5 IVR 227 319 393 353 427 FM 995 655 1045
RMA11 IVR 243 335 409 371 445 TM 270L 1535 655 1535
TM 270L
RMA 15 IVR 246 338 412 391 465 (with dryer) 1535 655 1550
TM 500L 1935 655 1665
TM 500L
(with dryer) 1935 655 1680




